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IMPORTANT
READ THIS SECTION FIRST!

1.1 Suppliers of articles for use at work are required under section 6 of the Health and
Safety at Work Act 1974 to ensure as reasonably as is practical that the article will be
safe and without risk to health when properly used.  An article is not regarded as
properly used if it is used "without regard to any relevant information or advice" relating
to its use made available by the supplier.

1.2 This product should be installed, commissioned and maintained by or under the supervi-
sion of competent persons according to good engineering practice and:-

i) IEE regulations for the electrical equipment of buildings.
ii) Codes of practice.
iii) Statutory requirements.
iv) Any instructions specifically advised by the manufacturer.

According to the provisions of the act you are therefore requested to take such steps as
are necessary to ensure that any appropriate information about this product is made
available by you to anyone concerned with its use.

1.3  This equipment is designed to be operated from 220-240V AC mains  supplies and is of
class I construction. As such it must be connected to a protective earthing conductor in
the fixed wiring of the installation.

1.4  Failure to ensure that all conductive accessible parts of this equipment are adequately
bonded to the protective earth will render the equipment unsafe.

SAFETY
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INSTALLATION
2.1 Open the front panel by unlocking with the key. This will expose the internal equipment

and three fixing holes.
Locate the unit on the wall in the agreed position and mark the fixing points through the
dished mounting holes. (see annexe 1)
Drill and fit suitable wall plugs and screw the panel to the wall.

2.2  Use the knockouts provided to make off cables. Earth or drain wires should be kept as
short as is practical and be connected to a metal cable gland making sound electrical
contact with the enclosure. The bottom of the box contains space for batteries
and cable entries here should be avoided so as not to obstruct this battery
space.

2.3  If additional or larger cable entries are required, any swarf and debris must be cleared
from the inside of the equipment. Failure to do this will result in equipment malfunction
and could represent a danger to building occupants.
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3.1 The extinguishant control unit is designed to accept signals from existing detection
systems via contacts in conventional control panels or addressable control modules.

Each  extinguishant area can accept up to 12 inputs and can be  configured to activate
upon receipt of any two signals from the 12 inputs or upon one input only if desired.

3.2. The control input terminal rail provides a common switch line, twelve input lines and a
fused 24V DC output which may be used to power addressable control modules.  The
control inputs  should only be activated using the common switch line provided.

3.3. A volt free changeover contact is provided for signalling a common fault condition to a
control panel or address module.  See annex 3 for wiring details.

CONTROL INPUTS - GENERAL

2.4  This equipment is designed to be powered from the 220-240V AC mains supply.  The
mains connection must include a protective earth conductor wired in accordance with
the requirements of BS:7671. (see annexe 1)

2.5  The mains fuse must only be replaced with a fuse conforming to BS:1362.

2.6 The mains supply must be from a separate dedicated fused spur labelled "FIRE ALARM
DO NOT SWITCH OFF".

2.7  The installation should be carried out by or under the supervision of a competent person
and in accordance with the requirements of BS:7671:1992 requirements for electrical
installation, BS:5839: Part 1: 1988 fire detection and alarm systems for buildings, BS7273:
Part 1: 1990. The operation of fire protection measures.

2.8 Connection of the 24V battery supply should be carried out with great care and respect.
Misconnection or short circuiting of the battery terminals will result in FIRE.
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INSTALLATION - CONTINUED

4.1 One (second stage) alarm output is provided per area which operates upon activation of
two or more control inputs (in automatic mode) or the remote or front panel mounted
manual release switch (in automatic or  manual only mode).

4.2  The second stage alarm output can be configured to produce a pulsing or continuous
output by selecting the appropriate position on the configuration dil switch (see section
12.8 for details).

4.3  The second stage alarm output will always operate in continuous mode upon operation
of the discharged pressure switch.

4.4  The output is monitored against open or short circuit faults in the field wiring and any
such fault is annunciated by the front panel system fault indicator.

SECOND STAGE ALARM OUTPUT
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SECOND STAGE ALARM OUTPUT - CONTINUED

4.5 A short circuit fault condition will occur if the resistance across the sounder circuit falls
below around 5K6.

4.6  An Open circuit fault condition will occur if the resistance across the sounder circuit
rises above around 20K.

4.7  The sounder circuit is normally fitted with a 10K end of line monitoring resistor.

4.8  The sounder circuit uses the reversing polarity method of line monitoring, therefore all
sounder devices (must be suitably polarised and suppressed).

4.9 The sounder circuit is fused with a 20x5mm 500mA quick blow fuse, the failure of
which will produce an open circuit fault condition.

MODE SELECT INPUT
5.1 The mode of each area can be switched to "manual only" by the operation of a remotely

mounted mode select switch (e.g. from a remote status unit).

5.2 This input will not switch the system to automatic if the mode select switch at the control
unit has been turned to manual.

5.3 This input is monitored against open and short circuit faults and requires a 6K8 end of
line resistor and a 470R trigger resistor. (These resistors are factory fitted in K3500
series status units).

5.4 See annexe 2 for wiring details.

MANUAL RELEASE INPUT

6.1 The extinguishant may be released remotely from the unit by operation of external
manual release switches (e.g. from a remote status unit).

6.2 The input is latching and once activated will start the release timer unless reset at the
control panel and must therefore be treated with caution on "live" systems.

6.3 The inputs have is monitored against open or short circuits faults and require a 6K8 end
of line resistor and a 470R trigger resistor. (These resistors are factory fitted in K3500
series status units).

6.4 Manual release inputs can be configured to release the extinguishant immediately re-
gardless of the time delay set for automatic release by switching the "man" dil switch to
on.

6.5 See annexe 2 for wiring details.

EXTRACT SWITCH

The optional extract fan keyswitch will supply 24V DC to the "ext" terminals on the K4.01
PCB when operated.

This should be used to operate an interposing relay or other control gear. The current drawn
from this output should be limited to 100mA.
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7.1  The second stage sounders, second stage contact and release timer can be inhibited or
deactivated by the operation of a remote switch connected to the hold input.

7.2  Operation of the hold input will illuminate the disabled indicator on the control panel and
status units (if provided) to give visual indication of the systems status. Audible indica-
tion of the systems status is by cessation of the second stage sounders and activation of
the fault warning buzzer at the control panel.

7.3  The hold input is disabled during activation of the extinguishant release output but will
become active again at the end of the discharge duration period.

7.4  This input is monitored against open or short circuit faults and requires a 6K8 end of line
resistor and a 470R trigger resistor.

7.5 See annexe 2 for wiring details.
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HOLD INPUT

9.1   One voltage reversing extinguishant output is provided for the operation of a solenoid or
metron actuators and is fitted with a IN4004 end of line monitoring diode to hold off the
fault condition.

9.2    If a solenoid is used the EOL diode IN4004 should be fitted across the coil to prevent
the generation of high voltage transients into the connection cables.
See annexe 4 (connections to extinguishant output)

9.3  If metron actuators are used the EOL diode can be discarded.

EXTINGUISHANT OUTPUT

8.1 Confirmation of extinguishant release by operation of the gas discharged indicator and
continuous operation (rather than pulsing) second stage alarm output can be provided
from a pressure or flow switch mounted at the extinguishant container.

8.2  Indication of extinguishant release and extinguishant leakage can be monitored if a
pressure switch and a flow switch are fitted. In this case the normally open contact of
the flow switch should be wired in series with a 470R trigger resistor across the pres-
sure switch line and the normally closed side of the pressure switch should be wired in
series with the end of line resistor.

8.3  The pressure switch input, is latching and once triggered will remain latched until the
system is reset.

8.4  This input is monitored against open and short circuits faults and requires a 6K8 end of
line resistor and a 470R resistor.

8.5 See annexe 2 for wiring details.

PRESSURE SWITCH INPUT
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9.4  A maximum of four metron actuators is recommended for reliable operation and these
should be wired in series. The 10 OHM resistor should be fitted in series with the last
actuator in the circuit to maximise the monitoring protection. See annexe 4 for connec-
tion details.

9.5   Once connected, the variable resistor VR1 should be adjusted so that the extinguishant
output fault led (L11) is lit. The variable resistor should then be adjusted to the point
where this led is fully off and then turned back 2 more turns.  A short circuit on the
extinguishant output cable should now be indicated as a fault by led (L11) and should
clear when the short is removed. The fault circuit should not be left with too sensitive
a setting as this may produce erroneous fault conditions under some circumstances.
The setting of this circuit should be double checked prior to final handover.

EXTINGUISHANT OUTPUT - CONTINUED

REMOTE STATUS UNITS

10.1 Five outputs are available to drive remote status units if required as follows:-

i) Automatic and Manual
ii) Manual Only
iii) Imminent
iv) Released
v) Isolated

10.2 A current limited positive supply is also provided and is exclusively for driving status
units. This protects the control panel from faults in the wiring to status units. Status
units should only be powered from this positive supply.

10.3 The control panel can support a maximum of three status units from these outputs
without any serious effect on led intensity. Due to the current limited supply more
status units than the recommended three will adversely effect the intensity of all status
units.

10.4 Relays may be driven from the status outputs if required but only high sensitivity coil
types (greater than 2000 OHMS) should be used and the effect of status unit led
intensity taken into consideration.

10.5 See annexe 4 for wiring details

11.1  Volt free contacts are provided for remote signalling or plant shutdown for the follow-
ing functions:

i) Fault. (Operates upon any fault).
ii) 2nd stage. (Operates upon start of 2nd stage alarm).
iii) 1st stage (Operates on first detection zone).

11.2  All contacts are rated at 30 Volts DC 1 Amp maximum and should under no circum-
stances be used to switch greater voltages or currents. See annexe 3 for location
details.

11.3  All contacts are changeover types allowing the use of either normally open or nor-
mally closed functions.

VOLT FREE CONTACTS
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12.1 The configuration switch (located at the bottom right hand corner of the K4.01 pcb )
allows isolation and configuration of various functions as follows:

12.2 "S" (Single Knock)

When in the on position activates the second stage sequence from the first of any
control inputs which are to configured to contribute to extinguishant release.

12.3 G.R. (Discharged Indicators)

When in the on position, allows illumination of the discharged indicator upon activation
or the extinguishant output rather than upon receipt of a confirmation signal from a
pressure switch.

This feature can be useful when replacing control equipment on old systems which
may not have discharged pressure switches fitted.

Systems designed to comply with BS:7273 however should be fitted with a discharged
pressure switch and the G.R. switch left off.

12.4 Man. (Zero Time Delay)

When in the on position activates the extinguishant output immediately upon operation
of panel mounted or remote manual release.

12.5 Ext. (Isolate)

When in the off position prevents operation of the extinguishant output in manual only
and automatic and manual modes.

12.6 2nd (Second Stage Contact)

When in the off position prevents the 2nd stage relay contact from operating.

12.7 1st (First Stage Contact)

When in the off position prevents the 1st stage relay contact from operating.

12.8 C/P (Second Stage Sounder)

The 2nd stage sounder output when operated is normally pulsing until confirmation of
extinguishant release is received from a discharged pressure switch.

In practice however  with certain types of sounder this can produce undesirable and
 confusing sounds. Switching the C/P dil switch to on will activate the 2nd stage sounder
output continuously if required upon operation of a 2nd stage alarm.

12.9 Duration

To prevent overheating of solenoid coils and excessive battery drain. The duration of
the extinguishant release output is timed to switch off after a selectable period. This
period is normally 60 seconds but can be reduced to 30 seconds by turning the duration
switch on.

12.10 Time Delay

The last four switches are used to select the time delay between activation of the
second stage and the extinguishant release output. Delays of 4,32, 64 and 128 seconds
are selectable. Only one switch should be operated. If more than one switch is oper-
ated the shortest delay will apply.

CONFIGURATION SWITCH
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13.1 Internal LEDs are provided to assist with fault diagnosis.  Diagnostic indicators for
faults which affect individual extinguishant areas are located on each K4.01 pcb.

13.2 2nd ALM

Failure of fuse F1 or a fault on the 2nd stage alarm output is indicated by the 2ND
ALM LED.

13.3 2nd Isol.

Operation of the "2nd" dil switch (isolate 2nd stage contact) on the K4.01 pcb is indi-
cated by the 2ND ISOL LED.

13.4 1st Isol.

Operation of the "1st" dil switch (isolate 1st stage contact on the K4.01 PCB is indi-
cated by the 1ST ISOL LED.

13.5 MODE

A fault on the remote mode select input wiring is indicated by the MODE  LED.

13.6 Man (K4.01)

A fault on the manual release input wiring is indicated by the MAN LED.

13.7 Hold

A fault on the hold input wiring is indicated by the HOLD LED.

13.8 P.SW

A fault on the pressure switch input wiring is indicated by the P.SW LED.

13.9 Ext. Isol.

Operation of the ext. dil switch (isolate extinguishant output) is indicated by the EXT.
ISOL LED.

13.10 Ext. Flt

Failure of fuse F2 or a fault on the extinguishant output is indicated by the EXT. FLT
LED.

INTERNAL INDICATORS

CONTROL INPUTS
14.1 Any number of control inputs may be configured to contribute to the release of the

extinguishant on each K4.01 PCB by selecting the appropriate links on the connector
X6 located below the two fuses.

14.2 A normal configuration for a  single extinguishant area control unit may be, inputs 1
and 2 operating together activate the extinguishant release.

In this configuration links Z1 and Z2 would be fitted to X6 with all others not fitted.

If more inputs need to contribute to the extinguishant outputs then the links corre-
sponding to the input numbers are fitted.
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Thus if links corresponding to inputs 1,2, 3 and 4 are fitted operation of any two of the
four inputs will operate the extinguishant output.

This logic can be extended to multiple area extinguishant control panels and any input
can contribute to more than one extinguishant output if required.

14.3 A wide variety of standard control panel configurations are available and the links are
preset at the factory. Re-configuring should not normally be necessary.

14.4 If on site re-configuration is necessary it should be carried out with main and
back-up power supplies off and the system should be thoroughly tested to en-
sure that operation is as required after re-configuring.

CONTROL INPUTS - CONTINUED
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ANNEXE 1
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Connections to monitored inputs

ANNEXE 2

Connections to sounders.
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ANNEXE 3

K4.01 PCB typical wiring scheme

FCI PCB typical wiring scheme
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ANNEXE 4

Solenoid wiring

Actuator wiring (4 maximum)

Connect a maximum of 3 compatible status units to preserve LED intensity
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ANNEXE 5

K4.01 PCB component layout

K4.01 Configuration Switch


