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Overview 
 
The K24000 remote indicator units are robust, high quality LED indicator units for use in fire 
alarm systems to identify the location of concealed detection devices. 
Available with either a square (K24000) or a round (K24010) mounting plate, both types fit to 
standard flush or surface mounting single gang back boxes and are supplied complete with 
3.5mm mounting screws. 
 
K24000 remote indicators have two, high brightness LED indicators which flash alternately 
providing a light which more easily attracts attention. 
 
Connections to detector base 
 
These remote indicators are intended to be connected to the remote indicator outputs of 
conventional or addressable detector bases. 
 
The actual connections will depend on the manufacturer of the detectors and bases but all of 
these provide detailed instructions on how to connect remote indicators. 
 
It is important to follow the detector manufacturer’s instructions carefully as in some cases it is 
possible to prevent the detector from signalling the fire control panel in the event of an alarm 
if the remote indicator is connected incorrectly. 
 
The + terminal on the remote indicator should be connected to the remote indicator + terminal 
on the detector base and the – terminal on the remote indicator should be connected to the – 
terminal on the detector base. 
 
When using the + and – terminals on the remote indicator the typical current consumption 
when connected to most detectors is around 20 milliamps. 
 
If a lower current consumption is required connect the – remote lamp output from the detector 
base to the A terminal instead of the – terminal. This reduces the current consumption to 
around 12 milliamps. 
 
Typical wiring 
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Ceiling Mounting 
 
For mounting directly to a ceiling tile, use the optional M24000 ceiling mounting clip and the 
round K24010 remote lamp. 
 
Fitting is simple 
1. Make a hole in the ceiling using the most suitable method below:  

a) Using a standard 64mm diameter hole saw.  
b) Use an open ended saw to cut a 62mm X 28mm slot.  
c) If fixing to a ceiling tile, gently push the clip through the tile and use a Stanley knife 
to cut between points C and D (both sides).  

 
2. Fold back the two tabs marked A into position B, locking the ceiling clip into position.  
 
3. Use the 2 self tapping screws provided to fit the Remote Lamp plate. 

 
 
Technical specifications 
 

Size K24000 – 85mm square, K24010 85mm round 
Colour/Finish Brilliant white, epoxy powder coated 
Material 1.5mm mild steel 
Operating voltage 
range 

12 to30V DC 

Current at 24V DC 20 milliamps +/- 10% or 12 milliamps +/- 10% using “A” 
input 

Operating temperature -10 degrees C to 50 degrees C 
 
 
 


