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 Evacuate all or part of a building in an emergency
 Designed to comply with the functional requirements of BS8629:2019 
 Based on the reliable EN54-2/EN54-4 approved Syncro AS architecture 
 Incorporates LED control panel illumination
 Modular design, upgrade in banks of 5 areas
 2 loop and 3 loops (expandable to 4 loops) versions available 
 Compatible with Hochiki, Apollo,  Argus  & EMS protocol devices1 

 Internal power supply with space for standby batteries
 Designed for secure/24hr staffed areas with low risk of malicious attack 
 Steel enclosure featuring dual-point, anti-pick radial pin tumbler lock 
 Easy to operate toggle switches
 LED status indicators
 User defined area reference labelling
 Configurable anti-tamper alert/notification 
 Event log storage

Kentec’s Special Applications Department offers a range of Evacuation Alert 
Control Panels complying with the functional requirements of BS8629 for 
manual evacuation of residential high-rise buildings. EVAC-POINT panels 
provide Fire and Rescue service personnel with the means to activate 
audio/visual devices within apartments enabling a controlled evacuation 
of occupants. Buildings can be evacuated in a phased approach through 
operation of configured manual toggle switches.

EVAC-POINT panels are available in 2 and 3 loop versions (3 loop panels can 
be expanded to 4 loops), in two enclosure sizes. Based on the reliable and 
familiar Syncro AS architecture, they support Apollo, Hochiki, Argus and EMS 
protocol devices. When used with Kentec’s K-Mesh wireless devices a rapid 
installation with minimal disruption can be achieved, with the advantage of 
the K-Mesh redundant wireless mesh communications.

Evacuation alarms are activated using easy to operate toggle switches, with 
left to right operation reducing accidental multiple switch operation.

Example 5-Bank Control Module

Standard Version Control Panel FasciaMini Version Control Panel Fascia

Switches are mounted in unique 5-switch modules allowing customers to 
specify the minimum amount of switches required while providing easy 
future expansion. The mini panel (SPEC-EPM) can be provided with up to 3 
switch modules (15 switches total) whereas the standard panel (SPEC-EPS) 
provides up to 12 switch modules (60 switches in total).

EVAC-POINT panels are provided in Kentec’s own specially designed, 
enhanced security steel enclosure with a dual point, anti-pick radial pin 
tumbler lock making them suitable for areas where risk of attack or vandalism 
is low such as secure areas or 24hr staffed reception areas. The enclosure can 
be configured with an Anti-Tamper switch which can provide local audible 
notification when the panel is opened or remote notification via text/e-mail 
by adding the Vizulinx alarm management module to the system.

A powerful battery backed LED light strip automatically illuminates the panel 
controls for enhanced visibility in low ambient light conditions. An integral 
buzzer and system fault indicator provide added audible and visual system 
information. 

Evacuation Alert Panels (Kentec Enclosure)
EVAC-POINT

Overview

For further information visit www.kentec.co.uk
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1 Protocol must be specified at time of order
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For further information visit www.kentec.co.uk
Kentec Electronics Ltd. reserves the right to alter the specification of its products from time to time without notice.   
Although every effort has been made to ensure the accuracy of the information contained in this document it is not  
warranted or represented by Kentec Electronics Ltd. to be a complete and up-to-date description.

Product Range and Options

Product Code Description Note

SPEC-EPM Mini, 2 loop, 5.25A PSU 5 - 15 areas (up to 3 modules)

SPEC-EPS Standard Panel, 3 or 4 loop, 10.25A PSU 5 - 60 areas (up to 12 modules)

SPEC-EPX 5 Area Module N/a

K586H

Syncro AS 2 Loop Extension Card

Hochiki Protocol

K586A Apollo Protocol

K586V Argus Protocol 

Loop 2

3rd Floor

2nd Floor

1st Floor

Ground Floor

Loop 1

Typical Installation Overview
Mini version

Specification

Enclosure Size (mm) Mini/Standard 421(w) x 591(h) x 223(d)/537(w) x 716(h) x 292(d)

Construction Mini & Standard 1.5 mm mild sheet steel, anti-pick radial pin tumbler lock

IP Rating Mini & Standard IP30

Finish/colour Mini & Standard Epoxy powder coat/RAL 3002 (carmine red)

Packaged weight (kg) Mini/Standard 20/30

Display Mini & Standard 8 lines of 40 characters graphic LCD

Mains voltage supply Mini/Standard 230V AC 50/60 Hz

Mains supply fuse Mini/Standard 3A 20mm HRC/5A 20mm HRC

Power supply DC rating Mini/Standard 24V (nominal)

Sounder output rating Mini/Standard Fused at 1A (each)

Detection loop Mini/Standard 400mA output (each)

Detector protocols Mini/Standard Apollo (S90, XP95, Discovery) Hochiki ESP, Argus, EMS

Max standby battery size Mini/Standard 26Ah/45Ah




