
Features
	�Evacuate all or part of a building in an emergency
	�BS8629 compliant when mounted within the Gerda EACIE enclosure
	�Based on the reliable EN54-2/EN54-4 approved Syncro AS architecture
	�Modular design, upgrade in banks of 5 areas
	�2 addressable loops
	�Compatible with Hochiki, Apollo,  Argus  & EMS protocol devices1

	�Internal power supply with space for standby batteries
	�Designed to mount inside Gerda EACIE security rated enclosure
	�Easy to operate toggle switches
	�LED status indicators
	�User defined area reference labelling
	�Event log storage

Kentec’s Special Applications Department offers an Evacuation Alert Control 
& Indicating Equipment (EACIE) module designed to mount inside a Gerda 
manufactured EACIE enclosure.

To comply with the security requirements of BS8629 this module MUST be 
mounted within a security related enclosure rated to STS205 Issue 5 BR2 
(Level III) manufactured by Gerda (for details on Gerda EACIE enclosure - 
enquiries@gerdasecurity.co.uk). The Evac-Point (Gerda) module Must not be 
installed without the security rated Gerda Enclosure.

EVAC-POINT Modules provide Fire and Rescue with the necessary controls 
to activate audio/visual devices within apartments enabling a controlled 
evacuation.

The Gerda Enclosure is not supplied by Kentec, due to the registered key 
system each Gerda enclosure is site specific. The Gerda enclosure must be 
purchased from Gerda or one of their distributors.

The EVAC-POINT module is provided with two addressable loops capable of 
supporting Apollo, Hochiki, Argus and EMS protocol devices1. When used 
with Kentec’s K-Mesh wireless devices a rapid installation with minimal 
disruption can be achieved, with the advantage of the K-Mesh redundant 
wireless mesh communications.

Evacuation alarms are activated using easy to operate toggle switches, with 
left to right operation reducing accidental multiple switch operation.

Switches are mounted in unique 5-switch modules allowing customers to 
specify the minimum amount of switches required while providing easy future 
expansion. The enclosure can contain up to 9 switch modules providing a 
maximum 45 switches.

Evacuation Alert Module to fit Gerda EACIE enclosure
EVAC-POINT

Overview

For further information visit www.kentec.co.uk

1 Protocol must be specified at time of order

Internal facia plate expandable from 1 - 9 
switch modules (5 to 45 area switches).

Switch modules are designed for paper inserts 
providing the ability to customise area descriptions.
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Product Range and Options

Product Code Description Note

SPEC-EPG EVAC-POINT (Gerda), 2 loop, 5.25A PSU 5 - 45 areas (up to 9 modules)

Loop 2

3rd Floor

2nd Floor

1st Floor

Ground Floor

Loop 1

Typical Installation Overview

Specification

Module Size (mm) 741 (W) x 700 (H) x 200 (D)

Construction 18swg Mild Steel

IP Rating IP30

Finish/colour RAL7016 Semi-Matte

Packaged weight (kg) 78Kg without batteries (HSE Manual Handling Guidance) 

Display 8 lines of 40 characters graphic LCD

Mains voltage supply 230V AC 50/60 Hz

Power supply DC rating 24V (nominal)

Sounder output rating Fused at 1A (each)

Detection loop 400mA output (each)

Detector protocols Apollo (S90, XP95, Discovery) Hochiki ESP, Argus, EMS

Max standby battery size 17Ah Sealed Lead Acid


