
CALIFORNIA DEPARTMENT OF FORESTRY & FIRE PROTECTION
OFFICE OF THE STATE FIRE MARSHAL

FIRE ENGINEERING & INVESTIGATIONS DIVISION
BUILDING MATERIALS LISTING PROGRAM

LISTING SERVICE

LISTING No.: 7165-2298:0504

CATEGORY: 7165 - FIRE ALARM CONTROL UNIT (COMMERCIAL)

LISTEE: Kentec Electronics LTD Units 25-27 Fawkes Avenue, Questor, Dartford, DA1 1JQ United 
Kingdom, GBR
Contact: Turner, Ray 01322222121 
Email: ray.turner@kentec.co.uk

DESIGN:
Model Elite RS VF0810, VF0815, VF0816, VF0817, VF0820, VF0825, VF0826, VF0827, 
VF0830, VF0835, VF0836, VF0850, VF0855, VF0856, VF0857, VF0860, VF0865, 
VF0866, VF0867, VF0870, VF0875 and VF0876.

*Model Elite RS K0810, K0815, K0816, K0817, K0820, K0825, K0826, K0827, K0830, 
K0835, K0836, K0850, K0855, K0856, K0857, K0860, K0865, K0866, K0867, K0870, 
K0875 and K0876.

Models may be followed by -CD

Where:

C may be 1, 2, 3, or 4 indicating enclosure color

D may be 0, 1 or 2 indicating cabinet style

Analog Addressable Fire Alarm System. Non-coded, automatic, manual, local, remote 
station, auxiliary, proprietary, central station (DACT), sprinkler, supervisory and waterflow 
services. 

System components:

VF1503: Enclosure

D1090: Main Board w/wo dialer

VF1054: One Loop Expansion Card

VF1055: DACT

 

Refer to listee's data sheets for additional detailed product description and operational 
considerations.

RATING:
120/240 VAC

INSTALLATION:
In accordance with listee's printed installation instructions, NFPA 72, applicable codes 
and ordinances and in a manner acceptable to the authority having jurisdiction.
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MARKING:
Listee's name, model, electrical rating, and UL label.

APPROVAL:
Listed as fire alarm control units for use with listed compatible indicating and initiating 
devices. *Models comply with the applicable requirements in UL 864, 9th edition. Refer 
to manufacturer’s Installation Manual for details.

NOTES:
For Fire Alarm Verification Feature (delay of fire alarm signal), the maximum 
Retard/Reset/Restart period shall not exceed 30 seconds.

This listing is based upon technical data submitted by the applicant. OSFM Fire Engineering staff has reviewed the test 
results and/or other data but does not make an independent verification of any claims. This listing is not an 
endorsement or recommendation of the item listed. This listing should not be used to verify correct operational 
requirements or installation criteria. Refer to listee's data sheet, installation instructions and/or other suitable 
information sources.

Date Issued: 04/15/2026 Listing Expires: 06/30/2027

Authorized By: Michael Huang, Program Coordinator
                       Fire Engineering & Investigations Division

12-13-24 MH

*Revised

Page 2 of 2


