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Features
� Simple ‘plug-in’ connection to the control panel
� 16 Input/Output channels per card
� Each channel independently configurable as an input or output
� Non-monitored opto-isolated inputs
� Non-monitored Open Collector output
� Full cause and effects on all inputs and outputs
� Decals provided to redesignate terminals

The 16 Channel I/O card is a simple plug-in expansion module for 
use with the Taktis UL Addressable Fire Alarm Control Panel.

The module provides 16 channels which can be individually 
configured as outputs or inputs within the panel. 

Inputs are non-monitored opto-isolated and as default will be 
triggered by applying zero volts (High going low), they can be 
configured for inverted operation where they are activated by 
removing a zero volts from the input (Low going high).

Outputs are non-monitored open collector transistor outputs which 
as default will give a 24v output dropping to 0v (High going low) 
when activated, they can also be configured to provide a zero volt 
output which will change to a 24v output when activated (Low going 
high).

Input and output channels are  fully configurable via the Taktis EN 
panel and its LE2 configuration software and can be configured 
for different input actions, or different output properties, 
inverted operation etc. 

The module is provided with 6 on board status LEDs which indicate 
the functional status, communications with the panel processor, 
Trouble and indication of an active input or output.

Inputs and outputs can be configured as part of cause and effect 
logic as required. Configurable delays, Latching/Non-latching 
functionality etc. provide flexibility in configuration.

The Taktis EN panel can support multiple plug-in 16 Channel I/O 
cards dependent on the panel type and no. of loop cards installed - a 
standard 2-8 loop panel enclosure can support up to two 16 Channel 
I/O cards, a 2-16 loop panel enclosure can support up to six 16 
Channel I/O cards.

Each module within the panel is identified by a unique address 
which is set by the on-board DIL switch.
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Specification

Supply Voltage 21 - 30 VDC

Quiescent current consumption 15 mA

Current per input 3 mA (maximum)

Current per output 100mA per output (maximum) or 500 mA across 8 Outputs

Status LEDs

LED 1 - Heartbeat (Flashing red)

LED 2 - Rx comms (Green)

LED 3 - Tx comms (Green)

LED 4 - Trouble (Yellow)

LED 5 - Input operated (Red)

LED 6 - Output operated (Red)

Dimensions (mm) 62.8 x 234.6 +/- 0.2 mm

Operating temperature (°C) -5 to +40 +/- 2

Operating humidity Max 95% (Non-condensing)

Packaged weight (Kg) 1.0

For full technical and application details see the Taktis Additional Cards manual.




