Talktis$
K791

8-Way Relay Card Kit

Features

Simple ‘plug-in’ connection to the Taktis EN Control Panel
8 volt free changeover relay contacts (1 Amp 30 VD()

LED status indicators

Full cause and effects on all outputs

Decals provided to re-designate Taktis terminals
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Description

The 8-Way Relay card is a simple plug-in expansion module for use with
the Taktis EN Addressable Fire Alarm Control Panel.

The module provides an additional 8 voltage-free changeover relay outputs
within the panel, each rated at 1 A 30 VDC.

Relays are fully configurable via the Taktis EN panel and its LE2 configuration
software and can be set to activate for different actions such as Fire,
Evacuate, Technical Alarm etc.,.

Relays as default are Normally Open going closed on activation, however
they can be configured to operate in the reverse - Normally Closed going
open on activation.

The module is provided with 6 on board status LEDs which indicate the
functional status, communications with the panel processor and indication
of an active output.

Relays can be configured as part of cause and effect rules as required.
Configurable duration timers can keep the relay active for a defined period
of time following an activation even if the cause of the activation has been
cleared.

The Taktis EN panel can support multiple plug-in 8- way Relay Cards,
dependent on the panel type and no. of loop cards installed - a standard
2-8 loop panel enclosure can support up to two 8-Way Relay Cards, a 2-16
loop panel enclosure can support up to six 8-way Relay Cards.

Each module within the panel is identified by a unique address which is set
by the on-board DIL switch.

Ordering code & description

K791 8-Way Relay Card Kit
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Specification

Supply Voltage
Quiescent current consumption

Maximum current consumption

Output contact rating

Status LEDs

Dimensions (mm)
Operating temperature (°C)
Operating humidity

Packaged weight (Kg)

21-30 VDC supplied from panel
10 mA

160 mA (All relays on)

30 VDC, 1 Amp (Voltage free)

LED 1 - Heartbeat (Flashing red)
LED 2 - Rx comms (Green)

LED 3 - Tx comms (Green)

LED 4 - Not used

LED 5 - Not used

LED 6 - Output activated (Red)
62.8 Xx234.6 +/- 0.2 mm

-5 t0 +40 +/- 2

Max 95% non-condensing

1.0

For full technical and application details see the Taktis Additional Cards Installation Manual.
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Kentec Electronics Ltd. reserves the right to alter the specification of its products from time to time without notice.
Although every effort has been made to ensure the accuracy of the information contained in this document it is not
warranted or represented by Kentec Electronics Ltd. to be a complete and up-to-date description.






