FIRMWARE RELEASE BULLETIN

New! Taktis UL firmware release

In line with our program of continuous product development Kentec have released a new firmware
UL1204-03.004 for the Taktis UL Addressable fire alarm control panel and Vision repeater and their OEM
branded variants.

Release date: 17/10/24

Kentec recommends to all customers that systems in the field should be upgraded as part of the routine
maintenance, this ensures customers have the latest fixes and features.

Important! it will be necessary to update your LE2 configuration software to the latest version 3.428

New Features

Network enhancement
Enhancements have been made to the firmware to increase the support for the number of
Taktis network nodes from 32 to 127.

Notable improvements

Hochiki DCP protocol

Improvements have been made with regards to handling of communications and message
handling of the Hochiki DCP protocol information sent between the Hochiki Loop devices and
the control panel. This is intended to make Hochiki protocol system more robust and prevent

unwanted alarm activations.

Hochiki devices Pre alarm setting

A change has been made to the default settings of Hochiki devices. For all devices which have
a pre alarm setting the setting will be set to off as default following Autolearn, this means
devices will not activate a pre alarm based on their default settings. If a user requires a device
to activate a pre alarm this feature will need to be enabled through the configuration for each

individual device.
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Hochiki DCP-CZM Conventional Zone Module Initialisation
It was reported that following a power cycle loops with a large quantity of CZMs would not

initialise. This has been addressed in this firmware.

Loop re-initialises when requesting device analogue values
It was reported that when device analogue values were requested on the panel it re-initialised
the loops. This issue has been addressed in this firmware.

View device display - location text
It was reported that the device location text in the view device display menu is incorrect and
did not match the uploaded config file. This has been resolved in this firmware version.

It is strongly recommended that Taktis panels and Vision repeaters in the field be upgraded to the latest
firmware at the earliest opportunity. Upgrading panel firmware in the field ensures access to the latest
features and improvements.

The latest firmware files are available for download through the KIP portal along with advice and
instructions on upgrade requirements.

Any questions or issues regarding firmware please contact our Technical Support department.
Should you require info on Taktis or any of our other products please contact your sales representative.

Regards

Philip ) Barton

Commercial Product Manager
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