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	�24 EN approved modes of operation
	�Heat, Optical and CO (Carbon Monoxide) sensing elements
	�10 year CO sensor life
	�Adjustable Alarm sensitivities
	�Twin LEDs allow 360o viewing of detector status
	�Optional polling indication controlled via Kentec panel
	�Variable sensitivity
	�Electronically addressed
	�LPCB approved
	�Compatible with Taktis panels only

KS-MULTI-CO is a Multi-Sensor incorporating smoke, heat and CO (Carbon 
Monoxide) sensing elements. The CO sensing element has a 10 year life.

KS-MULTI-CO detects CO generated by a fire but also is capable of detecting 
the sustained presence of CO toxicity which can lead to COhb. COhb is created 
when CO mixes into the bloodstream leading to illness or death, the KS-MULTI-
CO looks at the level of CO in PPM (Parts Per Million) within the atmosphere and 
generates a Security Alarm on the Taktis control panel when a specified level is 
reached for a period of time.

KS-MULTI-CO is fully compatible with Hochiki’s ESP Analogue Addressable 
protocol and Kentec’s Taktis fire alarm control panels.

24 modes of operation can be selected through the Taktis control panel along 

with configurable sensitivity settings to provide optimum performance to suit 
the environment.

Using the Taktis panels day/night mode feature the detector can be 
automatically configured to change modes and sensitivities between night 
time and day time to suit the environment.

KS-MULTI-CO has two LED indicators which provide 360° viewing of the detector 
state i.e. Polling or Fire. As default the LED will flash green when polling, which 
confirms the device is communicating with the control panel. The polling 
function can be turned off if required through the Taktis control panel settings - 
perfect for applications where a flashing LED may be a distraction such as hotel 
rooms, theatres etc. In a fire condition the LED will indicate as red.

Addressable Multi-Sensor with CO Detection
KS-MULTI-CO

Description

Specification

Ordering Code KS-MULTI-CO

Operating Voltage 17 – 41 VDC

Loop Pulse Voltage 7 - 9 VDC

Current Consumption

Quiescent 410 μA (typ)*1

LED Current 9.1 mA*2

Surge Current 40 mA (for 50 ms)

Operating Modes 24 selectable operating modes - see Application Note AN1007 for full operating mode details and guidance

Operating Temperature Range*2 - 10 °C to + 50 °C

Relative Humidity <95% RH (at 40 °C), <80% RH (at 50 °C)

Storage Temperature Range - 20 °C to + 50 °C

Colour / Case Material Outer Cover - White / Polycarbonate ~(PC) 	
Terminal plate - White Polycarbonate (PC), Polystyrene-Glass Fibre (PS-GF)	

Weight 105

Dimensions (mm) Ø 100 x H 45

Compatible Bases KS-BASE-3T, KS-BASE-3T-SCI, KS-BSND, KS-BSNDB2-RL. KS-BASE-4T can be used as an alternative to KS-BASE-3T.

Approvals LPCB approved to EN 54-5:2000 + A1:2002 / EN 54-7:2000 +A1:2002 + A2:2006 / EN 54-26: 2015 	
EN 54-29: 2015 / EN 54-30: 2015 / EN 54-31: 2015 / CEA 4021:2003

*1 Currents are cumulative.
*2 Operating temperature complies with standard sensitivity.

Features
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The following table details the configuration options available on the Kentec Taktis and Syncro AS/XT+ control panels:

Configuration Options Taktis Syncro AS/XT+

Configurable location text √

KS-MULTI-CO not supported
on these control panels.

Map to zone √

Input Actions Fire, Security

Input Action Message √

Bypass Output Delay √

Input Delay √

Latching or Non-Latching Latching only

Configurable operating modes √

Day/Night sensitivity settings √

Day/Night mode settings √

Polling LED √

* KS-MULTI-CO when used on a Taktis panel will be identified by the panel and the LE2 configuration software as an ACD-EN.

KS-MULTI-CO panel configuration settings*


