
	�Built-in SCI (Short Circuit Isolation)
	�Stainless steel contacts
	�Secure and reliable screw terminals
	�Accepts up to 2.5mm2 cables
	�Rugged wiring contacts
	�Facility for remote indicator.

KS-BASE-3T-SCI is a K-System sensor mounting base with a built-in Short 
Circuit Isolator (SCI).

The base is compatible with K-System sensor types which do not have built-in 
SCI and provides isolation of a short circuit on the addressable loop, allowing 
the loop to continue functioning.

The KS-BASE-3T-SCI allows wiring installation to be completed and checked 
prior to fitting the sensor. Square cable clamps are provided for secure and 
reliable cable termination.

A locking mechanism secures sensors to the bases to prevent unnecessary 
removal.

Sensors are twisted onto the base providing electrical connection between 
the three steel contacts on the base and sensor.

Wiring terminals are provided to support connection of a remote status 
indicator where detectors may not be visible i.e. floor or ceiling voids.

Sensor Mounting Base with Short Circuit Isolator
KS-BASE-3T-SCI

Description

Specification

Ordering codes KS-BASE-3T-SCI

Protocol Hockhiki ESP

Operating voltage 17 - 41 VDC (24 VDC nominal)

Standby current 60 μA

Current drawn during fault condition < 4 mA

Maximum current consumption from remote 
LED 10 mA (limited by attached sensor)

Maximum continuous current 1 A

Maximum quantity per loop 127

Ambient temperature range -10 °C to +50 °C

Relative humidity 10% to 95% RH (at 40°C)

Colour / Case material White / ABS

Fixing centres 48 ~ 74

Maximum wire thickness 2.5 mm2/terminal

Weight (g) 79

Dimensions (mm) Ø 100 x H 13.7 

See Application Note AN-1011 for short-circuit isolator specifications

Features
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