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	�High Intensity LED technology
	�Addressable via Hand Held Programmer (TCH-B200)
	�Up to 127 devices per loop

KS-REM-IND is a loop powered addressable remote indicator using high 
intensity RED LED’s and Fresnel lens design to produce a highly visible signal. 

KS-REM-IND can be used to provide remote alarm status for devices which 
provide a remote indicator output, indicating alarm activation status where the 
device status LED is generally not visible i.e. located in voids or locked rooms.

The white ABS housing form matches the K-System sensors making the KS-
REM-IND compatible with sensor bases KS-BASE-3T, KS-BASE-3T-SCI and Base 

sounders KS-BSND, KS-BSNDB2-RL. 

KS-REM-IND is also compatible with the wall sounder beacon base KS-BASE-
WS-RED-SCI.

KS-REM-IND is an indicator only and therefore does not comply to EN54-23.

Addressable Remote Indicator
KS-REM-IND

Description

Specification
Ordering Code & Description KS-REM-IND	 Addressable Remote Indicator

Operating Voltage 17 – 41 VDC

Quiescent Current (typical) 280 µA (300 µA max)

Loop current (when polled) 22 mA ±20%

Alarm Current (typical) 4.5 mA (5.4 mA max)

Operating Temperature Range -10 °C to + 50 °C

Storage Temperature Range -30 °C to + 60 °C

Max Humidity 95% RH - Non Condensing (at 40 °C)

Weight (g) 88

Dimensions(mm) 100 Ø x 35 H (Height dimension does not include base)

Body Colour and Material White ABS

LED Colour / Lens Colour Red/Clear (Transparent)

Compatible Bases KS-BASE-3T, KS-BASE-3T-SCI, KS-BSND, KS-BSNDB2-RL, KS-BASE-WS-RED-SCI

Features
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Configuration options Taktis Syncro AS/XT+

Configurable location text √ √

Include in zone disablement √ √

Map to zone √ √

Output Options
Default Ring Mode (Fire), Evacuate Output, Alert 
Output, Pre Alarm Output, Tech. Alarm Output, 

Fault Output, Security Output, 
Day/Night Sensitivity Output, Delay Mode Output

Default Ring Mode (Fire), Evacuate Output, Alert 
Output, Pre Alarm Output, Tech. Alarm Output, 

Fault Output, Security Output

Silenceable √ √

Invert output operation √ X

Configurable delay √ √

Configurable operating duration √ X

Disable as a Plant Control Output √ X

The following table details the configuration options available on the Kentec Taktis and Syncro AS control panels:

KS-REM-IND panel configuration settings*

* KS-REM-IND devices will be identified on Taktis, Syncro AS/XT+ and on the LE2 software as it’s Hochiki equivalent part CHQ-ARI. 


