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	�Detects short circuits on loop wiring
	�Status LED
	�No loop address required
	�Up to 127 SCI bases can be used on a loop
	�Quick wiring connection via square cable clamps
	�LPCB approved

The KS-BASE-WS-RED-SCI  is an isolator base compatible with the K-System 
range of wall sounders and sounder/beacons as well as the ceiling and wall 
mounted VADs (Visual Alarm Devices).

The bases contain a built-in short circuit isolator to help minimise the effects 
of short circuits on loop wiring, an amber led status indicator is provided on 
the base to indicate when the short circuit isolator is active.

The base allows wiring installation to be completed and checked prior to 

fitting the sounder/sounder beacon or VAD. Square cable clamps are provided 
for secure and reliable cable termination.

A locking mechanism is provided on the base to secure the attached device 
and prevent unnecessary removal.

Devices are twisted on to the base providing electrical connection between 
the steel contacts on the base and the sensor.

Short circuit isolator base for wall sounders
KS-BASE-WS-RED-SCI

Description

Specification

Ordering code and description KS-BASE-WS-RED-SCI	  Short-circuit Isolator Base for Wall Sounders (Red)

Operating voltage 17 - 41 VDC

Quiescent current (typical) 50 μA

Current in short circuit < 10 mA

Maximum current consumption from remote 
LED 10 mA (limited by attached sensor)

Maximum continuous current 1 A

Operating temperature range -10 °C to +50 °C

Storage temperature range - 30 °C to + 60 °C

Maximum humidity range 95% RH - Non condensing (at 40 °C)

Colour / Case material Red / ABS

Maximum wire thickness 2.5 mm2/terminal

Weight (g) 85

Dimensions (mm)  Ø 100 x H 13 

Fixing centres (mm) 48 ~ 74

Maximum wire thickness 2.5mm2 cable

Approvals LPCB approved to EN54-17:2005

See Application Note AN-1011 for short-circuit isolator specifications

Features


