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	�Loop powered
	�Single loop address programmed via TCH-B200
	�Single Volt Free Relay output
	�Compact design
	�Colour coded flying leads for easy installation
	�LPCB approved

KS-SOLO-OUT is an addressable Single Output Module designed for control of 
dampers, plant equipment, equipment shutdown, etc.

A Hochiki ESP protocol device it is compatible with Kentec’s range of Taktis and 
Syncro Addressable control panels.

KS-SOLO-OUT provides a volt free changeover relay output rated 30VDC max 
at 1 Amp (Resistive load). The relay is provided with three terminals Common, 
Normally Closed and Normally Open.

Important!
-To maintain the LPCB approval the KS-SOLO-OUT must be mounted inside an 
SMB-x enclosure in conjunction with the SMB-ADAPTOR plate, see installation 
instructions for details.

- If the PCB is removed from the protective outer casing the EN approval is void.

KS-SOLO-OUT requires a single loop address programmed via the TCH-B200 
programmer  and programming lead PL3.

Addressable Single Output Module
KS-SOLO-OUT

Description

Specification
Ordering Code and Description KS-SOLO-OUT      Single Output Module

Operating Voltage 17 – 41 VDC

Quiescent Current/ Alarm Current 150 μA (at 41 V)

Output Ratings
Max Voltage     30 VDC

Max current      1 A (resistive load)

Operating Temperature Range -10 °C to + 50 °C

Storage Temperature Range -20 °C to + 60 °C

Max Humidity 95% RH - Non Condensing (at 40 °C)

Colour/Case Material Ivory / ACS

Weight (g) 25

Dimensions (mm) 65 L x 42 W x 15 D

Approvals LPCB approved to EN54-18:2005

Features
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The following table details the configuration options available on the Kentec Taktis and Syncro AS control panels:

KS-SOLO-OUT panel configuration settings*

Configuration Options Taktis Syncro AS/XT+

Configurable location text √ √

Include in Zone Disablement √ √

Map to zone √ √

Input Actions

Default Ring Mode (Fire), Evacuate 
Output, Alert Output, Pre Alarm 
Output, Technical Alarm Output, 

Fault Output, Security Output, 
Day/Night Sensitivity Output, Delay 

Mode Output

Default Ring Mode (Fire), Evacuate 
Output, Alert Output, Pre Alarm 
Output, Technical Alarm Output, 

Fault Output, Security Output

Silenceable √ √

Invert Output Operation √ X

Configurable Delay √ √

Configurable Pattern √ X

Configurable Operating Duration √ X

Disablement as Plant Control Output √ X

* KS-SOLO-OUT will be identified on Taktis and LE2 configuration software as its Hochiki equivalent part CHQ-SOM. When KS-SOLO OUT is used on a Syncro AS/XT+ control panel it
will be identified by the panel and the LE2 software as a CHQ-POM and must be programmed as an output device only (ignore POM specific programmable settings), any 
configuration on the inputs will have no effect.


