
Features
	�RED compliant
	�Tamper switch
	�Up to 10 years battery life*
	�Utilises standard low cost lithium battery technology
	�Bi-directional wireless communications
	�Self-optimising wireless amplitude and frequency
	�Compatible with K-Mesh Translator/Expander Modules

Normal state

KM-WL8-RI is a wireless remote indicator designed to indicate the status of 
a fire detector(s) when they are installed in a location where their own status 
LED is not visible. The remote indicator provides full 360° visibility with a 
viewing angle of 140°.

Ideal for identifying the position and status of detectors installed within 
floor, ceiling voids or locked rooms.

Well proven adaptive radio signal processing algorithms are used within 
the device, along with self-optimising wireless amplitude and frequency 
technology providing the highest levels of life safety and system reliability.

The remote indicator comes complete with a mounting plate and a built in 
anti-tamper switch which will indicate a fault at the panel should the device 
be removed from its associated mounting plate.

KM-WL8-RI is fitted with primary and secondary batteries which are fully 
monitored with low battery voltage faults being displayed on the Kentec Fire 
Alarm Control Panel.

The primary battery has a lifetime of up to 10 years dependent on operational 
usage, the secondary battery will only be used if a primary battery low power 
fault exists and will continue to power the unit for 3 months.

KM-WL8-RI is compatible with K-Mesh translators installed with 
firmware 26.0/RF23 and above and requires configuration software 12.0.8 
or above.

Wireless Remote Indicator

KM-WL8-RI

Description

Ordering codes

Part no. Description
KM-WL8-RI Wireless Remote Indicator

For further information visit www.kentec.co.uk 

Standards & Approvals

Illuminated state



*Dependent on operational usage

Specifications

Operating frequency range 866 - 870 MHz
Communication range 
(in open air)

1200 m 

Modulation type GFSK
Operating frequency channels 6
Max. radiated power < 25 mW
Operating temperature range - 10 °C to + 55 °C
LED colour Red

LED viewing angle 140°
Dimensions (mm) Ø 88 x D 34

Power supply  
(Dual 3V lithium batteries)

1 x Primary cell (CR123A) 1 x Secondary cell (CR2032)
1.2 Ahr 0.24 Ahr

8 - 10 years primary battery life*
3 months secondary battery life 
(after Primary battery low power fault)
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