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 PRODUCT LAUNCH 
BULLETIN 

 
 

KM-WL8-RI K-Mesh Wireless Remote Indicator 
 
Kentec are pleased to announce a new addition to the K-Mesh wireless product range. 
 
KM-WL8-RI is a wireless remote indicator designed to indicate the alarm status of a K-Mesh wireless 
detection device(s) when they are installed in locations where their own alarm status LED is not visible. 
An ideal solution for identifying the location and alarm state of detection devices installed within floor 
voids, ceiling voids, locked rooms, cabinets etc. 
 

 
 
The remote indicator in its normal state is white and the central indicator will illuminate red when the 
associated detection device(s) are in an alarm state. KM-WL8-RI provides full 3600 visibility with a 
viewing angle of 1400. 
 
As with all K-Mesh wireless devices the KM-WL8-RI is certified compliant with the European Radio 
Equipment Directive. It uses well proven adaptive radio signal processing algorithms, along with self-
optimising wireless amplitude and frequency technology providing the highest levels of life safety and 
system reliability. 
 
KM-WL8-RI comes complete with a mounting plate and a built-in anti-tamper switch which will indicate 
a fault at the panel should the device be removed from its associated mounting plate. 
 
KM-WL8-RI is fitted with primary (CR123A) and secondary (CR2032) batteries which are fully monitored, 
low battery voltage faults will be indicated on the fire alarm control panel if the battery voltage drops 
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below its fault threshold. Primary batteries have a lifetime of up to 10 years dependent on operational 
usage, the secondary battery will only be used if a primary battery low power fault exists and will 
continue to power the device for 3 months. 
 
KM-WL8-RI is compatible with K-Mesh translators installed with firmware 26.0/RF23 and above and 
requires configuration firmware 12.0.8 or above. 
 
Further information on this and our other wireless fire alarm devices can be found on our website 
www.kentec.co.uk. 
 
Please also contact your BDM should you have any questions on this or any of Kentec’s other products. 
 
 
 
Philip J Barton 
Commercial Product Manager  
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