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FIRMWARE RELEASE 
BULLETIN 

 

New! Taktis UL firmware release 
 

In line with our program of continuous product development Kentec have released a new firmware 
UL1204-03.005 for the Taktis UL Addressable fire alarm control panel and Vision repeater and their OEM 
branded variants.  
 
Release date: 15/09/25 
  
Kentec recommends to all customers that systems in the field should be upgraded as part of the routine 
maintenance, this ensures customers have the latest fixes and features.  

 
Important! This firmware release requires LE2 version 3.428  
 

New Features 
 

Full support of Hochiki ACE-V and ALO-V devices 
The ALO-V Analog photoelectric smoke detector and ACE-V Analog multi-criteria detector are 
the latest detection devices released by Hochiki, approved and tested to the latest UL268 7th 
Edition standard. The detectors provide enhanced smoke detection capability for smouldering 
and flaming fires including Polyurethane fuels, while also reducing the risk of nuisance 
alarms from cooking. This new firmware release for Taktis UL ensures that these new devices 
are fully supported. 
 

Notable improvements 
 

Detection loop enhancements 
Improvements have been made with regards to communications, message handling and loop 
card monitoring between the Hochiki Loop devices and the control panel. This is intended to 
make the panel performance more robust. 
 
Hochiki ALO-V Photoelectric smoke detector – status LED 
It was reported that when an ALO-V was activated into an alarm condition there was a delay in 
the illumination of the detector’s status LED. This has been addressed and the detectors LED 
illuminates within 1 sec of the event occurring. 

http://www.kentec.co.uk/
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Fire Drill function 
It was highlighted to us that when the fire drill function was activated the panel was 
activating all outputs on the system when it is only supposed to activate the NAC outputs. 
This has been addressed in this firmware version.  
 
Hochiki DCP-AMS Manual Pull Station - delayed activation 
It was reported from the field that on occasion there would be a delay between activating the 
DCP-AMS Manual Pull Station and the panel indicating an alarm. This has been addressed, 
and all DCP-AMS Manual Pull Stations operate correctly within the required response time. 
 
Mismatch in event details 
It was reported that there was a mismatch between the event information displayed on the 
panel main screen and the information displayed on the panel “More Details” screen. This has 
been corrected in this firmware to ensure all event information is consistent across panel 
screens.  

 
It is strongly recommended that Taktis panels and Vision repeaters in the field be upgraded to the latest 
firmware at the earliest opportunity. Upgrading panel firmware in the field ensures access to the latest 
features and improvements. 

 
The latest firmware files are available for download through the KIP portal along with advice and 
instructions on upgrade requirements. 

 
Any questions or issues regarding firmware please contact our Technical Support department. 
 
Should you require info on Taktis or any of our other products please contact your sales representative. 
 
Regards 

 
Philip J Barton 
Commercial Product Manager 
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