
Datasheet DS229 11/25 Rev.01

For further information visit www.kentec.co.uk
Kentec Electronics Ltd. reserves the right to alter the specification of its products from time to time without notice.   
Although every effort has been made to ensure the accuracy of the information contained in this document it is not  
warranted or represented by Kentec Electronics Ltd. to be a complete and up-to-date description.

	�UL 7th Edition listed
	�Compatible with K-SystemUL Smoke and Heat sensors
	�Powered from the Signaling Line Circuit
	�Built-in Short Circuit Isolation (SCI).
	�Status LED
	�4” and 6” models
	�Solderless screw terminals
	�Remote Alarm Indicator connections
	�Security locking tab

KSU-BASE-47-SCI and KSU-BASE-67-SCI are analog sensor bases with built-
in Short Circuit Isolation (SCI) for installation of K-SystemUL smoke and heat 
sensors.

The bases provide quick and easy installation for wiring with metal spring clips 
allowing the sensors to be quickly and easily twisted into place. Solderless 
screw terminals provide secure wiring connections. 

Built-in SCI reduces the effect of a short circuit fault on the Signaling Line 
Circuit (SLC). A built-in status LED indicates when the SCI is activated. When 
activated, SCI’s will isolate the part of the circuit where the short circuit exists 
while maintaining functionality of the remaining SLC devices

A simple security locking tab is provided on the bases to lock the sensor to the 
base preventing any unauthorized removal or tampering. Once locked the base 
can only be removed by use of a small diameter screwdriver.

The bases also provide terminals for connection of a Remote  Alarm Indicator.

Bases are provided in two sizes 4” diameter and 6” diameter.

KSU-BASE-XX-SCI

Description

Specification

Ordering code & Description
KSU-BASE-47-SCI   4” Analog SCI Sensor Base 7th Edition

KSU-BASE-67-SCI   6” Analog SCI Sensor Base 7th Edition

Operating voltage 17-41 VDC (Powered from the SLC)

Current consumption
Standby – 160µA 

Active – 10mA

Material Polycarbonate (PC)/ABS blend

Color Ivory

Dimensions
KSU-BASE-47 – Ø 4” (101.6mm)

KSU-BASE-67 – Ø 6” (154.2mm)

Compatible sensors KSU-OPT-7, KSU-HEAT, KSU-MULTI-7

Features

Analog Sensor Bases 7th Edition




