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	�UL listed for use with K-SystemUL 7th edition sensors
	�FM (Factory Mutual) approved
	�Hochiki DCP protocol
	�Programmable evacuation codes
	�Automatic addressing based on sensor address
	�Can be configured to activate by Zone or Device
	�High Sound Pressure Level – 85dB SPL at 10ft
	�Remote Alarm Indicator connections
	�Security locking tab

Quick and easy to install the KSU-BSND7 has a removable plate which can be 
mounted to the wall with the main body being clipped onto the back plate and 
secured with two screws.

Solderless screw terminals provide quick, easy and secure terminal 
connections   for SLC (Signalling Line Circuit) wiring. The sounder base also 
provides terminals for connection of a  Remote Alarm Indicator.

KSU-BSND7 can be mounted directly onto a flat surface or onto a suitable 
backbox  (backbox not supplied).

KSU-BSND7 sounder bases are automatically addressed between 128-254  in 
reference to the sensor address i.e. if sensor address is 1 the sounder base 
address will be 128, if sensor address is 2 the sounder base address will be 
129 etc. 

ASB Analog Sounder Base
KSU-BSND7

Description

KSU-BSND7	is	an	addressable	base	sounder	for	use	with	K-SystemUL	sensors.	
KSU-BSND7	provides	an	audible	alarm	in	the	immediate	vicinity	of	the	sensor	
for	typical	applications	of	hotels,	apartments,	and	hospitals.

The	sounder	base	provides	a	high	sound	pressure	level	of	85dB	SPL	at	a	range	
of	10ft,	with	programmable	evacuation	codes	providing	Continuous,	March	and	
ANSI	Temporal	3	patterns.

KSU-BSND7 evacuation	 codes,	 operating	 functions,	 and	 cause	 &	 effect	
actions	can	be	configured	using	the	control	panels	LE2	configuration	software.

The	sounder	base	 requires	an	auxiliary	supply	of	16	~	31	VDC	which	can	be	
taken	from	the	control	panel	or	a	suitably	approved	power	supply	unit,	ready	
fitted	 leads	 are	 provided	 on	 the	 sounder	 base	 for	 connecting	 the	 Auxiliary	
supply.

Specification
Ordering code & Description KSU-BSND7   ASB Analog Sounder Base

Operating Voltage 17 ~ 41 VDC

SLC Current Consumption
Typical – 170µA 

Alarm – 170µA 

Auxiliary Power 16 ~ 31  VDC 

Auxiliary Power Current 
Consumption

Typical – 550µA

Alarm – 18mA

Sound Pressure level at 10ft 85dB

UL Ambient Installation 
Temperature Range 32oF (0oC) ~ 100oF (38oC)

Operating Temperature Range 32oF (0oC) ~ 122oF (50oC)

Relative Humidity 93% RH Non-Condensing

Color Ivory

Dimensions (without sensor) 5.94” (151mm) Ø x 1.34” (34mm) H

Weight 0.455lb (206g)

Compatible sensors KSU-OPT-7, KSU-HEAT, KSU-MULTI-7

Features
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The following table details the configuration options available on the Taktis UL and Elite RS control panels:

KSU-BSND7 panel configuration settings*

Configuration Options Taktis UL Elite RS

Configurable location text √ √

Map to zone √ √

Output properties
Fire Output, CO Output, Auxiliary Output, Pre Alarm 
Output, Supervisory Output, Trouble Output, Day/

Night Sensitivity Output, Delay Mode Output

Fire Output, CO Output, Auxiliary Output, Pre Alarm 
Output, Supervisory Output, Trouble Output

Silenceable √ √

Pattern Continuous, MarchCode, Panel Global Pattern, 
Temporal Continuous, MarchCode, Temporal

Configurable Operating duration √ X

Disable as Plant Control Output √ X

* KSU-BSND7 will be identified on the Taktis UL, Elite RS control panels and the LE2 configuration software as its Hochiki equivalent part number ASB. 




