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KSU-DUAL-OUT-8A

Dual Relay Module 8A

Features

» UL 864 9t edition listed

» FM (Factory Mutual) approved

» Hochiki DCP protocol

» Powered from the Signaling Line Circuit (SLC)

» Two independently configurable Form C contacts
» Status LED

» Short Circuit Isolation (SCI) variant available

APPROVED

Description

KSU-DUAL-OUT-8A is a Hochiki DCP protocol Dual Relay Output module listed to
UL 864 9" edition. The relay outputs can be used to provide fire alarm status to
other equipment or control other equipment such as extract fans, door closers,
electrical shutdowns etc. KS-DUAL-OUT-8A-SCI is a variant of the relay output
module which includes built-in Short Circuit Isolation (SCI).

The modules are compatible with Kentec’s Taktis UL and Elite RS fire alarm
control panels.

KSU-DUAL-OUT-8A provides two independently configurable relay outputs each
rated at 8A at 30VDC or 4.8A at 250VAC. Each relay output provides Common
(COM), Normally Open (NO) and Normally Closed (NC) terminal connections.

The functionality of the module and required cause and effects are configurable
through the control panels LE2 configuration software.
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The module has a bi-color status LED, the LED will flash green when polling and
will be continuous red in alarm.

KSU-DUAL-OUT-8A-SCI has an additional yellow led status indicator which will
illuminate if the Short Circuit Isolation has been activated.

KSU-DUAL-OUT-8A modules occupy a single SLC address which is configured
using the TCH-B200 programmer. Each relay output on the module has
a separate sub-address allowing them to be configured and controlled
independently.

The module is suitable for mounting to a standard 4” square or double gang
electrical back box.

KSU-DUAL-OUT-8A
Ordering code & Description
KSU-DUAL-OUT-8A-SCI

Operating voltage 25.3~39VDC

SLC current consumption Typical - 35044
Alarm - 4o5pA
Contacts rating 8A at 30VDC(C/4.8A at 120VAC
SCl fault detection threshold* 12 volts (Typical)
SClisolation current* 10mA (Typical)
Operating temperature range 32°F (0°C) ~ 120°F (49°C)
Storage temperature range -22°F (-30°C) ~ 158°F (70°C)
Maximum operating humidity 90% RH Non-Condensing
Dimensions

Weight 3.0 0z (85%)

* Only applicable to KSU-DUAL-OUT-8A-SCI
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Dual Relay Module 8A
Dual Relay Module 8A with SCI

4.2”Wx4.7” H x1.4” D (106.7mm W x 119.4mm H x 35.6mm D)

For further information visit www.kentec.co.uk
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KSU-DUAL-OUT-8A/KSU-DUAL-OUT-8A-SCI panel configuration settings*

The following table details the configuration options available on the Taktis UL and Elite RS control panels:

Configuration Options Taktis UL Elite RS

Configurable location text v v
Map to zone v v

Input Action Dependent on Device Setting Dependent on Device Setting

Output Options " Sipenvison Outpu, Touble utput,Day/Night | 1 CO QWP Allryoutput, re Al utpur,
Sensitivity Output, Delay Mode Output ’

Silenceable v v
Invert Output Operation v X
Configurable Delay v v
Configurable Operating Duration v X
v X

Disable as Plant Control Output

* KSU-DUAL-OUT-8A will be identified on the Taktis UL, Elite RS control panels and the LE2 configuration software as its Hochiki equivalent part number R2ZMH.
KSU-DUAL-OUT-8A-SCI will be identified on the Taktis UL, Elite RS control panels and the LE2 configuration software as its Hochiki equivalent part number R2MH-1.
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Kentec Electronics Ltd. reserves the right to alter the specification of its products from time to time without notice.
Although every effort has been made to ensure the accuracy of the information contained in this document it is not
warranted or represented by Kentec Electronics Ltd. to be a complete and up-to-date description.






