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	�UL listed
	�FM (Factory Mutual) approved
	�Adjustable fixed temperature threshold
	�Rate of Rise temperature threshold
	�Low profile design
	�Dual status LEDs
	�Hochiki DCP communication protocol
	�Vandal resistant security locking feature

KSU-HEAT is a Hochiki DCP protocol intelligent heat sensor. The sensor is well 
suited for environments where dust, cooking fumes or other factors make the 
use of smoke sensors impractical.

KSU-HEAT is compatible with Kentec’s Taktis UL and Elite RS fire alarm control 
panels.

KSU-HEAT incorporates a highly linear thermistor circuit providing both fixed 
temperature and rate of rise alarm thresholds. 

Operating mode and temperature threshold settings can be configured through 
the control panels LE2 configuration software. 

The detector has dual status LEDs which are visible through 360o, the LEDs 
will flash green when polling and will be continuous red in alarm. The LEDs 
can be configured as polling or non-polling through the LE2 control panel  
configuration software.

KSU-HEAT occupies a single Signaling Line Circuit (SLC) address which is 
configured by using the TCH-B200 programmer.

The	detector	 is	compatible	with		 the	Analog	Sensor	Bases	KSU-BASE-47	and	
KSU-BASE-67,	 Short	 Circuit	 Isolation	 (SCI)	 bases	 KSU-BASE-47-SCI	 and	
KSU-BASE-67-S	CI	as	well	as	base	sounder	KSU-BSND7.

Intelligent Heat Sensor
KSU-HEAT

Description

Specification
Ordering code & Description KSU-HEAT    Intelligent Heat Sensor

Operating voltage 24 ~ 41 VDC

Standby current 350 µA

Alarm Current 500 µA

Remote Indicator output current 8 mA max

Polling current 6.75 mA

Fixed temperature sensitivity 
range 135oF (57.2oC) ~ 190oF (87.8oC)

Operating Temperature Range 14oF (-10oC) ~ 122oF (50oC)

Rate of rise temperature 15oF/Min (8.3oC/Min)

Maximum Operating Humidity 90% RH Non-Condensing

Color/Material Ivory/ABS blend

Dimensions Ø 3.94” x H 1.68” (Ø 100mm x H 43mm)

Weight 3.2 oz. (96g)

Compatible Bases KSU-BASE-47, KSU-BASE-67, KSU-BASE-47-SCI, KSU-BASE-67-SCI, KSU-BSND7

Features
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The following table details the configuration options available on the Taktis UL and Elite RS control panels:

KSU-HEAT panel configuration settings*

Configuration Options Taktis UL Elite RS

Configurable location text √ √

Map to zone √ √

Input Action Fire, Supervisory Fire, Supervisory

Input Action Message √ √

Input Delay X X

Output Delay Bypass √ √

Latching/Non-Latching X X

Day/Night Sensitivity Settings √ √

Day/Night operating modes √ √

Pre-Alarm Indication √ √

Polling LED √ √

* KSU-HEAT will be identified on the Taktis UL, Elite RS control panels and the LE2 configuration software as its Hochiki equivalent part number ATJ-EA.




