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	�UL listed
	�Fixed Temperature & Rate of Rise detection
	�135oF & 190oF detector options
	�Highly stable operation
	�360o Visibility status LEDs
	�Low standby current

KSU-HEAT-XXXF-CV are UL listed conventional heat detectors compatible with 
Kentec’s range of conventional and extinguishing control panels – Sigma A-CP 
and Sigma A-XT. Suited for installation where high heat output fires would be 
experienced or in areas where ambient conditions would negatively affect other 
detection methods. Heat detectors are intended for protection of property and 
should not be relied on for life safety protection.

The heat detectors incorporate a thermistor element protected from damage 
by the built-in, durable plastic guard. The detectors operate on both fixed 
temperature and rate of rise criteria to detect the presence of slow burning or 
fast rising temperature fire. The detectors will activate if the rate of temperature 
rise is => 12oF/minute, if the rate of temperature rise is less than 12oF/minute 
the detector will alarm when the temperature reaches its fixed temperature 
threshold.

Two different models are available differentiated by the fixed temperature 
alarm threshold – KSU-HEAT-135F-CV has a fixed temperature threshold of 
135oF (Approx. 57oC), KSU-HEAT-190F-CV has a fixed temperature threshold of 
190oF (Approx. 88oC). 

The detectors have two status LEDS providing 360o viewing of detector 
status, the LEDs will flash green in a status normal condition and will show as 
continuous red when in alarm.

The detector is compatible with conventional detector bases KSU-BASE-4-CV 
and KSU-BASE-6-CV which support the connection of a remote indicator.

Conventional Heat Detector
KSU-HEAT-XXXF-CV

Description

Specification

Ordering code & Description
KSU-HEAT-135F-CV	 Conventional Heat Detector 135oF

KSU-HEAT-190F-CV	 Conventional Heat Detector 190oF

Operating voltage 15-33VDC

Supervisory current 40µA @ 24VDC

Surge current 160µA max. @ 24VDC

Alarm current 150mA max. @ 24VDC

Rate of Rise threshold => 12oF/min

Fixed heat temperature threshold 
(dependent on model number)

135oF +/- 7.5oF(Approx. 57oC +/- 4oC)

190oF +/-7.5oF (Approx. 88oC +/-4oC)

Operating temperature range 14oF (-10oC) – 122oF (50oC)

UL Listed ambient temperature 32oF (0oC) – 100oF (37.7oC)

Storage temperature range -4oF (-20oC) – 140oF (60oC)

Color Ivory

Dimensions Ø 3.94” x H 1.57” (Ø 100mm x H 40mm)

Weight 3.4 Oz (96g)

Compatible bases KSU-BASE-4-CV, KSU-BASE-6-CV

Features


