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	�UL listed
	�Electronics free
	�Fitted with resistor
	�Slim profile
	�4” or 6” options
	�Solderless screw terminals
	�Security locking tab

KSU-BASE-XX-CV are conventional 2 wire detector bases compatible with the 
K-System UL conventional range of smoke, heat and multi criteria sensors.

The bases provide Solderless screw terminals for secure wiring connection 
and allow wiring installation to be completed and tested before mounting the 
sensor. The bases provide quick and easy installation of sensors with metal 
spring clips allowing the sensors to be quickly and easily twisted into place.

Bases are provided pre-fitted with a monitoring resistor which matches the 
requirement of the Kentec conventional and extinguishing control panels.

A simple security locking tab is provided on the bases to lock the sensor to 
the base preventing any unauthorized removal or tampering. Once locked the 
sensor can only be removed by use of a small diameter screwdriver.

There are two different size base options 4” diameter – KSU-BASE-4-CV and, 6” 
diameter – KSU-BASE-6-CV.

Conventional Detector Bases
KSU-BASE-X-CV

Description

Specification

Ordering code & Description
KSU-BASE-4-CV	 4” Conventional Detector Base

KSU-BASE-6-CV	 6” Conventional Detector Base

Material Polycarbonate (PC)/ABS blend

Color Ivory

Dimensions
KSU-BASE-4-CV	 Ø 4” (101.6mm)

KSU-BASE-6-CV	 Ø 6” (154.2mm)

Compatible sensors KSU-OPT-7-CV, KSU-MULTI-7-CV, KS-HEAT-135F-CV, KS-HEAT-190F-CV

Features


