
COMPANY

Kentec Electronics Limited
Fawkes Ave, Units 25-27
Questor
Dartford, DA1 1JQ United Kingdom

S36973

Investigated to UL 268 (7th ed.)
Products Suitable for Ducts, D(I) and D(ST) are investigated to UL 268A

Detector Compatibility

Velocity
Range
(fpm)

date
of

Time of
Manufacture

Firmware
Version

Model Application Type Restrictions Min Max Manufacture
Firmware
Version Update

KSU-MULTI-
7

OAP P D3 0 300 2024-10-1 1.5 -

KSU-MULTI-
7-CV

OAP, D(I) P(IHD) D6 0 4000 OCT. 2021 1.10 -

KSU-OPT-7 OAP, D(I) P D3 0 4000 - - -

KSU-OPT-
7-CV

OAP, D(I) P(IHD) D6 0 4000 Oct. 2021 1.10 -

Base Model Related Detector

Control Unit
Compatibility

Restrictions

KSU-BASE-4-CV SOE-24H (d), SOE-24V, SOE-24H(WHT) (d), SOE-24V, SOE-
24V(WHT)

B2

KSU-BASE-47 ALO-V, ALO-V(WHT), ACE-V (d), ACE-V(WHT) (d) B2

KSU-BASE-47-
SCI

ALO-V, ALO-V(WHT), ACE-V (d), ACE-V(WHT) (d) B3

KSU-BASE-6-CV SOE-24H (d), SOE-24V, SOE-24H(WHT) (d), SOE-24V, SOE-
24V(WHT)

B6

KSU-BASE-67 ALO-V, ALO-V(WHT), ACE-V (d), ACE-V(WHT) (d) B2

Smoke Detectors for Fire Alarm Systems
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the Mark on the product.
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KSU-BASE-67-
SCI

ALO-V, ALO-V(WHT), ACE-V (d), ACE-V(WHT) (d) B3

KSU-BSND7 ALO-V, ALO-V(WHT), ACE-V (d), ACE-V(WHT) (d) B2

date of Manufacture identifies the manufacturing start date of all product models that will use the specific
Time of Manufacture Firmware Version. The date of manufacture is noncoded and in the format YEAR (in 4
digits), MONTH (in letters), DAY (in 2 digits).

Time of Manufacture Firmware Version identifies a numerical and/or alphabetic series designation that is
product and date-code specific and will only identify the Firmware Version at the time the product was
manufactured. The numeric and/or alphabetic sequence is defined by the manufacturer.

Firmware Version Update is a numerical and/or alphabetic sequential identification that is product and date-
code specific and sequentially identifies the Firmware Version Update from the previous version of firmware.
The numerical and/or alphabetic sequence is defined by the manufacturer.

(d) - Complimentary Listed (UQGS, File S2966) as a Heat-Automatic Fire Detector

Last Updated on 2025-10-23


