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 PRODUCT LAUNCH 
BULLETIN 

 

New!!! K-System UL approved Addressable Detection 
Devices 

 
Kentec are pleased to announce the launch of our K-System UL Addressable Device range.   
 
Following on from our successful launch of K-System EN approved devices, K-System UL Addressable  is 
our range of UL and FM listed Addressable detection devices to complement our range of UL and FM 
addressable control panels. 
 
K-System Addressable Detection devices are compatible with our UL approved Taktis UL and Elite RS 
addressable fire alarm control panels. The K-System UL Addressable range includes the latest UL268 
7th edition smoke detectors as well as Heat detectors, Manual Pull Stations, and addressable interface 
modules.  
 
Device range 
 

Detectors and bases 

KSU-OPT-7 

Analogue Photo Sensor 7th edition 
Smoke detector containing new technology to meet the requirements of 
UL268 7th Edition providing enhanced detection performance while reducing 
false alarms. 

KSU-HEAT 
Analogue Heat Sensor 
Addressable heat detector providing both Fixed Temp and Rate of Rise alarm 
thresholds. 

KSU-MULTI-7 

Analogue Multi-criteria sensor – Smoke/Heat 7th edition 
Utilises 7TH edition smoke detector technology combined with Fixed 
Temp/Rate of Rise heat detection. 11 selectable operating modes allow 
customisation of detection to meet the application requirements. 

KSU-BASE-47 
4” Analogue Sensor base, 7th edition 
4” Diameter mounting base for K-System UL addressable detectors 

KSU-BASE-67 
6” Analogue Sensor base, 7th edition 
6” Diameter mounting base for K-System UL addressable detectors 

KSU-BASE-47-SCI 
4” Short Circuit Isolator base, 7th edition 
4” Diameter mounting base with built-in Short Circuit Isolator for K-System UL 
Addressable detectors 

http://www.kentec.co.uk/
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KSU-BASE-67-SCI 
6” Short Circuit Isolator base, 7th edition 
6” Diameter mounting base with built-in Short Circuit Isolator for K-System UL 
Addressable detectors 

KSU-BSND7 
Analog sounder base, 24v 6” 7th edition 
6” Diameter addressable sounder base for alarm notification  

Manual Pull Stations 

KSU-PULLSTATION 
Addressable Single Action Pull Station w/ Hex screw 
Single Action Pull Station for manual activation of fire alarm system 

KSU-PULLSTATION-KL 
Addressable Single Action Pull Station w/ Keylock 
Single Action Pull Station for manual activation of fire alarm system 

KSU-PULLSTATION-DA 
Addressable Manual Pull Station, Dual Action, Hex key 
Dual Action Pull Station for manual activation of fire alarm system 

KSU-PULLSTATION-DA-KL 
Addressable Manual Pull Station, Dual Action, Key Lock 
Dual Action Pull Station for manual activation of fire alarm system 

Addressable interface modules 

KSU-FAST-IN-AB 
Fast Response Contact Monitor 
Interface module providing a single monitoring input capable of monitoring normally 
open or normally closed contacts 

KSU-FAST-IN-AB-SCI 
Fast Response Contact Monitor w/ isolator 
Interface module with built-in Short Circuit Isolation, providing a single monitoring 
input capable of monitoring normally open or normally closed contacts  

KSU-FAST-IN-M 
Miniature Fast Response Contact Monitoring Module 
Miniature interface module providing a single monitoring input capable of monitoring 
normally open or normally closed contacts 

KSU-FAST-IN-P 
Miniature Fast Response Contact Monitor, with pigtails 
Miniature interface module providing a single monitoring input capable of monitoring 
normally open or normally closed contacts, connection via pigtail leads. 

KSU-ZONE 
Conventional Zone Monitor Module 
Interface module enabling monitoring of up to 25 K-System UL conventional detectors 
on an addressable control panel.  

KSU-DUAL-IN 
Dual Input Monitor Module 
Interface module providing 2 x monitored inputs for monitoring of dry contact 
changeover outputs. 

KSU-DUAL-OUT 
Dual Relay Module (2A@30VDC/0.5A@120VAC) 
Interface module providing 2 x independently configurable volt free relay outputs 
rated 2A@30 VDC/ 0.5A@120 VAC 

KSU-DUAL-OUT-SCI 
Dual Relay Module (2A@30VDC/0.5A@120VAC) w/ Isolator 
Interface module with built-in Short Circuit Isolator, providing 2 x independently 
configurable volt free relay outputs rated 2A@30 VDC/ 0.5A@120 VAC 
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KSU-DUAL-OUT-8A 
Dual Relay Module (8A@30VDC/4.8A@250VAC) 
Interface module providing 2 x independently configurable volt free relay outputs 
rated 8A@30 VDC/4.8A@250 VAC 

KSU-DUAL-OUT-8A-SCI 
Dual Relay Module (8A@30VDC/4.8A@250VAC) w/ Isolator 
Interface module with built-in Short Circuit Isolator, providing 2 x independently 
configurable volt free relay outputs rated 8A@30 VDC/4.8A@250 VAC 

KSU-OUT-AB 

Supervised Output Module – Class A 
Interface module providing a single monitored output module that can be used to 
monitor and operate UL listed fire alarm signalling devices such as Horns, Bells, 
Strobes etc. 

KSU-OUT-AB-SCI 

Supervised Output Module – Class A w/ Isolator 
Interface module with built-in Short Circuit Isolator, providing a single monitored 
output module that can be used to monitor and operate UL listed fire alarm signalling 
devices such as Horns, Bells, Strobes etc. 

KSU-SCI 
Short Circuit Isolator 
Interface module designed to limit the effect of a short circuit on a Signalling Line 
Circuit (SLC)  

 
Please check with your regional Business Development Manager for availability. 
 
Further information on the K-System UL Addressable Detection range can be found on our website 
www.kentec.co.uk or you can contact your regional Business Development Manager. 
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