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 PRODUCT LAUNCH 
BULLETIN 

New!! Kentec Wireless Lockdown Notification System 

Kentec are pleased to announce the launch of the Kentec Wireless Lockdown Notification System. 

This product has been created following the introduction of the Terrorism Act 2025 (Martyn’s Law) 
brought in following the terrorist attack at the Manchester Arena where 22 people died and hundreds 
more were injured, many under the age of 16. The act is designed to improve safety at public accessible 
locations and introduces a duty of care for venue operators, requiring them to put proportionate 
protective measures in place to safeguard the public. The Kentec Wireless Lockdown Notification 
System provides the broadcasting of clear and concise voice messaging to building/site occupants in 
the event of an emergency which requires Lockdown of the building/site. The system provides manual 
activation and broadcast of voice messages for Lockdown activation, covert lockdown activation, and 
All Clear events. 

The Wireless Lockdown Notification System is based on the established K-Mesh Wireless Fire Detection 
product range with minor modifications in functionality to meet the requirements for Lockdown 
notification. This provides users confidence in the performance and reliability of the system. 

The Wireless Lockdown Notification System is made up of a number of different products allowing 
installers and designers to construct a system to meet their requirements. The products and their 
functionality are detailed below. 
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Wireless Lockdown Notification System Components 

Wireless Lockdown Translator LD-WL8-TRH 
The central communication hub for the wireless devices distributed throughout 
the system monitoring wireless device status as well as transmitting control data. 
The Translator connects to the hard wired loop of the Lockdown Indicator Panel, 
enabling system status to be displayed by LED and LCD. 

Wireless Lockdown Alarm Control Panel LD-WL8-LACP 
Provides a central point for the user to manually activate the relevant lockdown 
message via operation of a key switch. Capable of activating three different 
message types i.e. Lockdown, Covert, All Clear. The system supports two 
Lockdown Alarm Control Panels for separate locations of control. 

Wireless Lockdown Single Input Module LD-WL8-IN 
Up to 10 input modules can be added to the system to allow remote points of 
lockdown activation at key points around the building. The input can be connected 
to an activation key switch or a Manual Call Point type device allowing activation 
in the event of an emergency. The single input module can only be used to 
activate message 1. 

Wireless Lockdown Voice Annunciator and VAD LD-WL8-OV 
Up to 106 Voice Annunciators can be attached to the system. When the Lockdown 
Notification system has been activated the Voice Annunciators will broadcast the 
required voice message along with a flashing LED indicator. Voice Annunciators 
broadcast clear speech at a high sound output of up to 91dB(A) at 1m. Voice 
Annunciator messages can be customised by trained engineers to ensure they 
meet end user requirements. The max number of annunciators will be decreased 
by the number of Expanders used on the system 

Wireless Lockdown Single Output Module LD-WL8-OUT 
Up to three output modules are supported on the Wireless Lockdown Notification 
System capable of providing volt free changeover outputs. Each output unit is pre-
configured to activate when a particular message is being broadcast allowing the 
system to signal to other monitoring equipment which lockdown system message 
is active. 

Wireless Lockdown Single Output Module (Failsafe fault) LD-WL8-OUT-FS 
This output allows the Lockdown Notification system to provide a fail-safe volt free 
changeover fault output enabling the system to signal a common fault status to 
other monitoring equipment. The fail-safe functionality enables the fault output to 
activate even if communication with the  Translator has been lost. 
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Wireless Lockdown Expander Module LD-WL8-EXP 
Reliable communications are critical for a wireless emergency system. The 
Expanders are added to the system to provide a boost to wireless signal strengths 
throughout the building, but more importantly are the basis of the reliable 
wireless mesh technology. Multiple Expanders provide multiple communication 
pathways for the wireless devices, ensuring the devices are always able to 
communicate with the Translator. 

Lockdown Indicator Panel LD-WL8-LIP 
A dedicated indicator panel which connects to the Translator via its hard wired 
addressable loop. The panel provides the system user detailed indications and 
information on the functional status of the Lockdown Notification System. It 
provides engineers detailed information on fault conditions to assist with 
diagnostics. A 500 capacity event log stored in the panel provides historical data of 
the last 500 events that occurred on the panel. 

Additional accessories to consider 
STX2401-C Boxed power supply 1.2A - May be required to power Expanders, or as part of the

Wireless Output Module configuration to provide the
Volt Free Changeover contacts. 

Identifier Auxiliary Relay - Required to be used in conjunction with the 
Wireless Lockdown Output Modules in order to 
provide a volt free relay output.   

The system can play three message types – Lockdown, Covert lockdown and All Clear. The LD-WL8-0V 
Voice Annunciators are programmed with three default messages which are as follows: 

Message no. Message type Message detail 

Message 1 Lockdown 

Double alert tone followed by the message 
“There is an incident in the building. Please 
make your way to a secure place and wait for 
further instructions” 

Message 2 All Clear 
Double alert tone followed by the message  
“Attention please, Attention Please. The 
incident is over and the All Clear can be given.” 

Message 3 Covert 
Chime followed by the message “Can Mrs 
Robinson come to reception please.” 
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The default messages can be changed by a qualified engineer to customize messaging to meet end user 
requirements. 

Datasheets and brochures providing further information can be found on our website 
www.kentec.co.uk 

An online training course is available for the Wireless Lockdown Notification System covering setup 
and operation. Attendees must have previously completed training on the K-Mesh Wireless Detection 
System and the Syncro AS fire alarm panel in advance. Please visit our website for training details. 

If you have any questions or require a demonstration of our system, please contact your regional BDM. 

Philip J Barton 
Commercial Product Manager 
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