
Features
	�Compatible with Sigma ZXT UL extinguishant releasing panel
	�Remote indication of panel status
	�High Brightness LEDs
	�Release countdown timer display
	�Optional Mode select key switch
	�Robust, high quality enclosure

Sigma ZSi UL status units are a UL approved accessory to the Sigma ZXT 
UL extinguishant release panel. The units provide remote system status 
indications and minimal controls at additional points of access and egress 
for the protected area.

High brightness LEDs provide visual indication of extinguishant system 
status - Manual Mode, Auto/Manual Mode, Abort operated, Release 
disabled, Pre-Activated/Activated and Released.

A seven segment LED display provides a countdown timer counting down the 
time to extinguishant release.

ZSi UL status indicators can also provide limited controls with the option of a 
Mode select keyswitch which allows the user to switch between Manual Only 
and Auto/Manual extinguishing activation modes. 

Status units connect to the Sigma ZXT UL control panel via a monitored RS485 
data bus which supports up to 7 status units. Each status unit is identified on 
the data bus by its own unique address.

Status units require a 21 - 28V DC supply, a maximum of two status units can 
be powered via the Sigma ZXT UL Aux 24V DC output. If more than two status 
units are required then a separate UL listed power supply will be required.

Language packs are available providing translated facia labels allowing 
users to easily convert status units to their required language.

As with the Sigma ZXT UL panel the status units are available in Red or Gray 
color enclosure.

Extinguishant Status Units
SIGMA ZSi UL

Description

Product Range Examples

Model No. K931000M8RD01 
6 Lamp status unit, surface mount, Red

Model No. K931000M8GY04
6 Lamp status unit, surface mount, Gray

Model No. K931100M8GY04	
6 Lamp status unit with Mode select key switch, 
surface mount,Gray

Model No. K931100M8RD01
6 Lamp status unit with Mode select key switch, 
surface mount, Red
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Specification

Construction 1.2 mm mild sheet steel

IP rating (Standard unit) IP30

IP rating (Weatherproof unit) IP65

Colour - lid & box
Red - RAL3002 Satin

Gray - BS 00 A 05 Semi-Matt

Weight 1kg (All models)

Power supply 21 to 28 VDC

Maximum current draw 0.083 A (Average), 0.094 A (Peak)

Max. number of status units 7

Quiescent current 0.033 A

Terminal capacity 18 to 22 AWG wire (2.5 mm2 per terminal)

Monitored inputs end of line resistor 6K8 0.5 W Resistor

Maximum line impedance 120 ohm

Max Cable length

14 AWG 1,250 ft

16 AWG 800 ft

18 AWG 500 ft

Operating temperature range 23 oF ( -5 oC ) to 120 ± 3 oF ( +49 ± 2 oC )
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Equipment

Product Code Description Size (mm)

K931000M8RD01 6 Lamp status unit, surface mount, Red 190 x 136 x 50

K931000M8GY04 6 Lamp status unit, surface mount, Gray 190 x 136 x 50

K931100M8RD01 6 Lamp status unit with Mode select key switch, surface mount, Red 190 x 136 x 50

K931100M8GY04 6 Lamp status unit with Mode select key switch, surface mount, Gray 190 x 136 x 50

Connection Diagram


