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PRODUCT LAUNCH BULLETIN 
 
 

Sigma ZXT UL 
Single Area Releasing Control Panel 

 
 

Kentec are pleased to announce the launch of our Sigma ZXT UL Single Area Releasing Control Panel product 
range. 
 

 
 
Sigma ZXT UL is a single-area releasing control panel that monitors conventional detection devices and safely 
controls the release of extinguishant into a protected area to rapidly suppress fire at an early stage. 
It builds on the proven Sigma A-XT platform, retaining its reliability while introducing enhanced functionality 
and usability. 
 

Key Features 
 
LCD Display 

• Clear system status via LEDs with detailed fault and event information shown on the LCD 
• Dynamic colour backlighting to match system states (e.g. Red – Fire, Amber – Trouble etc.) 

 
Flexible Programming 

• Full panel configuration via intuitive LCD menus and front-panel controls 
 
Event Log 

• Internal event log with date and time stamping 
• Records alarms, faults, tests, Disablements, Supervisory events, user activity, configuration changes 

and release events. 
 
Configurable NACs 

• Independently configurable Notification Appliance Circuits 
• Each NAC Supports multiple alarm and releasing stages with selectable patterns (Off, Steady, March, 

Temporal 3) 
• Synchronisation support for Gentex, Amseco, Cooper Wheelock and System Sensor horn/strobe devices 

http://www.kentec.co.uk/


Bulletin no. PR1172/0426 
For further information visit  
www.kentec.co.uk 
Although every effort has been made to ensure the accuracy of the 
information contained in this document it is not 
warranted or represented by Kentec Electronics Ltd. to be a complete 
and up-to-date description. 

Page 2 

 
User Access Control 

• Access via key switch or passcode 
• Up to four users, each with a unique 5-digit passcode 
• All logins/logouts recorded in the event log 

 
Extract Fan Control 

• Configurable extract output for post-extinguishant clearance 
• Automatic or manual control with adjustable delays and run times 

 
Single or Dual Extinguishing Outputs 

• Second extinguishing output enabled via NAC2 reconfiguration 
• Supports Common or Main/Reserve operation 

 
Loop Explorer 2 (LE2) Compatibility 

• Full configuration upload/download via USB-C 
• Event logs downloadable as CSV files 

 
Language support 

• Language packs provide easy apply translated facia labels 
• LE2 download of LCD language files 

 
 

Approvals 
Sigma ZXT UL is listed by Underwriters Laboratories (UL) to the latest UL864 10th edition standard.  
 

Product Range 
The Sigma ZXT UL product range includes six panel variants, four Sigma ZSI Status Unit variants and three 
Sigma ZXT Ancillary board variants. The full product range is listed below: 
 

Model number Technical Description 
K122311XM2RD01 

 
 

Sigma ZXT UL Single Area Releasing Control Panel 
Standard enclosure - 368mm x 324mm x 100mm,  
Integral 2A PSU with Auto-sensing Mains input, 
Colour: Red (RAL3002 Satin) 
Space for 7Ah SLA batteries 

K122311XM2GY04 Sigma ZXT UL Single Area Releasing Control Panel 
Standard cabinet size - 368mm x 324mm x 100mm,  
Integral 2A PSU with Auto-sensing Mains input, 
Colour: Grey (BS 00 A 05 semi-matt) 
Space for 7Ah SLA batteries 

K126311XM3RD01 Sigma ZXT UL Single Area Releasing Control Panel 
Large enclosure – 368mm x 434mm x 133mm, 
Integral 5.25A PSU, 110V Mains input, 
Colour: Red (RAL3002 Satin) 
Space for  

K125311XM3RD01 Sigma ZXT UL Single Area Releasing Control  
Large enclosure – 368mm x 434mm x 133mm, 
Integral 5.25A PSU, 240V Mains input, 
Colour: Red (RAL3002 Satin) 
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K126311XM3GY04 Sigma ZXT UL Single Area Releasing Control  
Large enclosure – 368mm x 434mm x 133mm, 
Integral 5.25A PSU, 110V Mains input 
Colour: Grey (BS 00 A 05 semi-matt) 

K125311XM3GY04 
 

Sigma ZXT UL Single Area Releasing Control  
Large enclosure – 368mm x 434mm x 133mm, 
Integral 5.25A PSU, 240V Mains input,  
Colour: Grey (BS 00 A 05 semi-matt) 

  

Accessories 

Model number Technical Description 

K931000M8RD01 

ZSi UL 6 Lamp Status Unit 
6 LED Status Indicators 
LED countdown timer display 
190 x 136 x 50 
Colour: Red (RAL3002 Satin) 

K931000M8GY04 

ZSi UL 6 Lamp Status Unit 
6 LED Status Indicators 
LED countdown timer display 
190 x 136 x 50 
Colour: Grey (BS 00 A 05 semi-matt) 

K931100M8RD01 

ZSi UL 6 Lamp Status Unit with Mode Select key 
switch 
6 LED Status Indicators 
LED countdown timer display 
190 x 136 x 50 
Colour: Red (RAL3002 Satin) 

K931100M8GY04 

ZSi UL 6 Lamp Status Unit with Mode Select key 
switch 
6 LED Status Indicators 
LED countdown timer display 
190 x 136 x 50 
Colour: Red (BS 00 A 05 semi-matt) 

S588ZUL 
Ancillary Board stand alone 
10 Fixed functionally Volt Free Relay Outputs, 
Relays rated 1A @ 30V DC 

K05000XM2RD01 

Ancillary Board with cabinet 
10 Fixed functionally Volt Free Relay Outputs, 
Relays rated 1A @ 30V DC 
Enclosure: 385mm (W) x 310mm (H) x 90mm (D)  
Colour: Red (RAL3002 Satin) 

K05000XM2GY04 

Ancillary Board with cabinet 
10 Fixed functionally Volt Free Relay Outputs, 
Relays rated 1A @ 30V DC 
Enclosure: 385mm (W) x 310mm (H) x 90mm (D)  
Colour: Gray (BS 00 A 05 semi-matt)  
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Language Support 
The Sigma ZXT UL has a twofold approach to language support. Language packs contain translated facia labels 
which are applied over the panel facia. Downloadable language files can be provided for the LCD text; language 
files can be added to the panel using the LE2 configuration software. 

Please check with your Regional BDM to discuss the availability of languages. 
 

Training 
Competency is critical to the safe installation and use of our products in the field therefore customers are 
expected to have successfully completed Kentec’s training course before purchasing. For details on training 
course availability please visit our website https://kentec.co.uk/events/calendar/ or email training 
@kentec.co.uk. 
 
 
Datasheets and brochures providing further information on the Sigma ZXT UL Single Area Releasing Panel and 
its accessories can be found on our website www.kentec.co.uk 
 
If you have any questions or require a demonstration of our system, please contact your regional BDM. 
 

 
Philip J Barton 
Commercial Product Manager  
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