
Features
	� Sound Output - 116 dB(A)
	� No special wiring, easily retro-fitted
	� Fully synchronised over multi-zones
	� IP67 rated suitable for use in outdoor applications
	� Configurable messages
	� Ideally suited for open areas and noisy environments

High-powered voice sounder designed for environments such as industrial 
applications, large open spaces, warehouses, factories and areas of public 
gathering or transit.

Requiring no special wiring and retrofittable to existing installations. Fully 
synchronised, the units can be used as a replacement for electronic sounders 
or bells to broadcast a clear message for any situation - evacuation, chemical 
spills, lockdown, security or general information.

Where staged alarm or phased evacuation is required message controllers 
can be used to allow up to seven different messages to be broadcast across 
multiple zones on just 2 wires.

Voice Sounder
IDENTI-CRYER MAXI

Description

For further information visit www.kentec.co.uk

Specification

Ordering code & description
IC3/D Identi-Cryer Maxi

Electrical

Operating Voltage 20-28 VDC

Current @ 24 VDC, Peak/Avg - Sounder only 100/180 mA

Effective Sound Output (Typical) @1m Alert fast sweep 
tone to BS5839 Voice

116 dB (A)* 

101 dB (A)**

Volume Adjustment From Minimum Output To Maximum 
Output - 18 dB(A) 98 to 116 dB(A)

Note: *Tone output may vary depending on chosen sound 
           **Voice output may vary due to the nature of human speech
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Environmental

Weatherproofing	 IP67

Operating temperature -25 °C to +70 °C

Mechanical

Housing Material	 ABS

Colour Grey

Connections Screw TB 2.5mm2

Standard message list

MA – Invacuation Alarm Tone – “This is an invacuation alarm. Please follow invacuation procedure”

MB – Lockdown Alarm Tone – “This is a Lockdown alarm. Please follow lockdown procedure”

MC – All Clear - “All clear, it is now safe to resume normal activities.”

MD – Covert Message – “Can Mrs. Robinson come to reception please”

Note: MA, MB, MC, MD refer to the allocated activating inputs on the  FC3/MMSP Multi Message Switching PCB.           




