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	� Resettable Manual Call Point
	� Blue colour with Lockdown text
	� Visible activation flag 
	� Aesthetically pleasing 
	� Flush or Surface Mountable
	� Easy to install

The SY-BD02 Lockdown Manual Call Point is for use as part of the Kentec 
Wireless Lockdown system when connected to an LD-WL8-IN Wireless Input 
Module.

The SY-BD02 is a simple operation resettable manual call point which provides 
a clear visible indication of activation. The Manual Call Point provides users the 
ability to manually activate the lockdown system in an emergency.

SY-BD02 provides dual pole changeover contacts which makes it compatible 
with any monitored input.

The blue colour with the Lockdown text makes the functionality of this Manual 
Call Point clear and prevents confusion with other Manual Call Points which 
may be installed on the site.

The Manual Call Point is provided with a flush mounting plate and a backbox 
providing the options of flush or surface mounting.

Lockdown Manual Call Point
SY-BD02

Description

Features

Ordering code & description
SY-BD02 Double Pole Changeover Blue Call Point – Dual Mounted

Specification

Material ABS/Polycarbonate/PA6+Glass Fibre

Colour Blue

Insulation resistance >100 Mohm @ 500 VDC

Contact ratings 3 A @ 250 VAC
5 A @ 125 VAC

Cable termination 0.5 to 2.5 mm2

Operating temperature -30 to +70 oC

Humidity 0-95% Non-condensing

Ingress Protection IP42 (indoor use only)

Dimensions (mm) Flush Mount – 88 W x 87 H x 25 D
Surface Mount - 88 W x 87 H x 55 D




